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METRO MOW ANNUAL SWITCH INSPECTION [

Classlfication: MTA \METRO ”
Classlficatlon Description: MTA - METRO
Asset; 1246803 %> METRO MOW SWITCH POSA CHAIN MARK =227W+40 [
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Switch Inspection Report/ Annual ’ Page 1 of 3

“ainline vard DUFOHEISHIRG N wo# 180747/
Date: 8/19/2014 Inspection Crew Greenwood, Dennis, Nelson
1 Location 22 Standard Joints
2 Switch |.D. # PO - 5A R N/A
3 Facing Trailing 23 Switch Plates
S Y R NA

Rail Points 24 Adjustable Braces
4 Point to Point__5//# &Y R NIA
5 Point Condition 25 Non-Adjustable Braces
&Y R s Y RQVA >
6 Point Tt)gy.}, nothing less than 4 3/4 inches Switch Rods

N 2/ R 26 Front Rod
7 Point Opening A)Y R N/A

N 4 R 27 #1 Rod (Basket Rod)
8 Fit (DY R NA

YR 28 #2 Rod
9 General Condition of the Points @AY R N/A

BY R 29 #3 Rod
Gage (SY R N/A
10 Heel of Switc 30 #4 Rod

a) Main___572 /_’@ S Y RAWAD

a) Tumout___S &% , 31 Closure Rail
11 Gage ahead of Bend 5 R N/A

Must not be less than 56 inches or 32 Surface of Switch

more than 57 inches for "S" Y R N/A

12 Heel Spread | m Inches

a) Turnout Q Jy/

a) Maln

Stock Rail
13 Bend
(S/’Y R
14 Conchtlon
fs 'Y R

Bolts
15 Loose _ﬁ__ N/A
16 Missing__ N/A

Rivets (Huck Bolts)
17 Loose___ L N/A

18 Missing__“ N/A
19 Cotter Pins missing__ <& N/A
0 Jam Nuts Loose ( N/A

1 Washers @K Broken Missing

Remarks on Page 3
JBW/WEM Mod. 09-15-08

Using a 62' cord
S= Up to 1" Max allowed Speed
Y=1"to 1 1/2" 40 MPH
R=11/2"to1 3/4" 12 MPH
Greater than 1 3/4" = Out of Service
33 Head Block ties
S
34 Switch Adjustments
Yes/No
35 Lubncatlon
OK (Dry -
36 Switch Target / Lamps
OK Missing____( N/A /
37 Latches
‘ Broken___ Missing___
38 Locks
(OK/ Broken___Missing___
39 General Condition
S(YR
40 Insulated Joints
@ Y R



Frog inspection Report/ Annual

WO # 160702/

Greenwood, Dennis, Nelson

Mainline Yard
Date: 8/19/2014 Inspection Crew:
41 Location :
42 Switch I.D. # ___ PO -5A
43 Facing Traslmg
44FrogTread N S Y R
R &Y R
45 Frog # o

46 Frog Pomt Condition

47 g d|t|on of Frog

urface of Frog
YR

3 P
- Ve,
3

49 Throatin Inches___~ .~ (-
50 Flangeway Depth =
Flangeway Depth must not be less than 1 1/2"

iagg —
51 Main Track Sle 72
2 Turnout Track____ % /o /2
Gage must not be Iess than 56" any Class

Guard Rails
53 Guard Rail Gage N _{Jé R_ S 7%
Guard Rail Gage nust be less than 54 3/8"
54 BacktoBack N__ /4 R A%
Back to Back must be less than 53 1/8"
54 Condition
/S'YR
55 Location of Guard Rail (Relation to Point)
A YR
Guard Rail Clamps
56 Main Track
=
57 Turnout Track

TSY R—

Class 1 Gage 56" to 67 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4™ downgrade to

Class 2andgetsayY .

emarks on page 3

Turnout Ties
58 Congit_ion
S Y(R)
59 Rail Movement
S{? R
Tie Plates
60 Lead
SR
61Gurad Rail Flangeway
SYR N_A4 R 4
Guard Rail Flangeway can be less than 1-1/2"
62 Guard Rail Plates

SR
63 Frog Plates
Bolts
64 Loose 0 N/A
65 Missing C ' NA
Rivets (Huck) _
66 Loose (N/A
67 Missing CN/A
68 Nuts Missing < N/A

69 Cotter Pins Missing IR
70 Washers OK)Broken Missing

71 Hold Down Devices
S Y&B/NIA

72 Spring H
SYR

73 Derails

74 Maximum difference in any 31" in Cross
Level on the siding from the Frog Point to
50" beyond last long tie

OK/) Difference

75/§ondition of Line thru entire turnout
YR

Page 2 of 3



Page 3 of 3

Remarks
Date : _8/19/2014 Mainline / Yard : [Siifgh| Switch# POSA wo# , 160720</
— T : ; -
/ ’\ C B r et < =d o pds e &% A2 2 e AR Do
'/L A / { { (;7/, () A ‘( '1-—‘/'
e [ERC I s e, A 2L S -

All rules comply with the MTA Field Guide for Track Iinspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks
S Allitems inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service Reviewed by: &”7 @#%32



Work Order Tracking (Tr)

Work Order Tracking (Tr)

Find Work Order (
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Service Address Map

Work Order:
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Asset:
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Status:
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MTA - METRO
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CMWABYARC - Chain Marker Wabash Yard
PM b
APPR
08/19/14 08:26:48 AM
MTACRON Iz
08/18/14 03:02:39 AM [}
s
5
8/19/2014



Switch Inspection Report/ Annual Page 1 of 3

‘glainline
Date: s

1 Location
2 Switch 1.D. # 139
3 Facing Trailing

Rail Points
4 Point to Point 5,5 /
5 Point Condition
YR
6 Point Throw, nothing less than 4 3/4 inches
N R__ 4B
7 Point Opening
N R
8 Fit
®YR
9 General Condition of the Points
YR

Gage
10 Heel of Switch

a) Main__. 5~ (a
a) Turnout Zv /)/fé ) .
11 Gage ahead of Bend_ 2 (»
Must not be less than 56 |nches or
more than 57 inches for “S"
12 Heel Spread in jpches
a) Turnout__(o/%

a) Main___ (» 7%

=,
>

Stock Rail
13 Bend
£Y R

14 Condition

S’Y R

Bolts _

15 Loose z/ N/A

16 Missing__(/___NI/A

Rivets (Huck Bolts)

17 Loose___ [/ N/A

18 Missing___ (7 __NIA

19 Cotter Pins missing__(__N/A
"0 Jam Nuts Loose 4 N/A

-1 Washers plg» Broken____ Missing

Remarks on Page 3
JBW/WEM Mod. 09-15-08

Inspection Crew

. WOo# 1607754

(2 €€ 4 -{';?-‘u_-"_(a ATt S

22 Standard Joints
Y R NA
23 Switch Plates
(Y R NiA
24 Adjustable Braces
R N/A
25 Non-Adjustable Braces
S Y RNA_/
Switch Rods
26 Front Rod
&Y R NA
27 #1 Rod (Basket Rod)
Y R NA
28 #2 Rod
SYR
29 #3 Rod
SY R@)
30 #4 Rod
SYR
31 Closure Rail
Y R N/A
32 Surface of Switch
Y R N/A
Using a 62' cord
S$= Up to 1" Max allowed Speed
Y=1"to 1 1/2" 40 MPH
R=11/2"to 1 3/4" 12 MPH
Greater than 1 3/4" = Out of Service
33 Head Block ties
/S)Y R
34 Switch Adlustments
Yes(_No”
35 Lybrication
Dry
36 Switch Target/ Lamps .
OK Missing___ (_ N/IA.~
37 La
Broken___ Missing____
38 Lacks
Broken___ Missing___
39 General Condition
YR
40Tnsulated Joints
Y R



Frog Inspection Report/ Annual

dainline Yord (NGRS

WO # 1607754

Date: % ~ /S~ /" Inspection Crew: /)y -0 i S e ﬁfg:"_,--’;/(,;,y
41 Location _ Turnout Ties
42 Switch |.D. # 139 - 58 Condition
43 Facing Trailing éY R
44 Frog Tread N YR 59 Rail Movement
R g\’ R S/Y R
45 Frog # gg Tie Plates
46 Frog Point Condition 60 Lead
(Sp Y R R

47 € Pndlhon of Frog
48 @u rface of Frog

=1/
49 Throat in Inches, r."‘«’/’/

50 Flangeway Depth A
Flangeway Depth must not be less than 1 1/2"

Gage i

51 Main Track S c{/'-\
2 Turnout Track____ .5 //#

Gage must not be less than 56" any Class

Guard Rails
53 Guard Rail Gage N ﬁﬁ R_ I35
Guard Rail Gage nust be less than 64 3/8"
54 BacktoBack N__ A/ R_A/H
Back to Back must he less than 53 1/8"
54 Condition
YR
55 Location of Guard Rail (Relation to Point)
YR
Guard Rail Clamps
56 Main Track
S¥R
57 Turnout Track
S X¥R—

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

Class 2andgetsa Y

.emarks on page 3

61Gurad Rail Flangeway

SYR N_A% R N4
Guard Rail Flangeway can be less than 1-1/2"
62 Guard Rail Plates

SR

63 Frog Plates
R

Boits _
64 Loose (2 N/A
65 Missing )] N/A
Rivets (Huck)
66 Loose [, N/A
67 Missing ) NIA
68 Nuts Missing 7o NIA

69 Cotter Pins Missing ( NIA /
70 WashersOK Broken Missing

71 Hold Down Devices

YR NA

72 Spring Housing
SY RN

73 Derails 57

S Y RONIA-—

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to
50' beyond last long tie

Difference

75 Condition of Line thru entire turnout
YR

Page 2 of 3



Page 3 of 3
Remarks
Date : £~ /77 Mainline / Yard : NG Switch# #139 wo# 1607754

All rules comply with the MTA Field Guide for Track inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks

S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service Reviewed by:

JE

o



Work Order Tracking (Tr)

Work Order Tracking (Tr)

Find Work Order -

List

Service Address Map

Work Order:
Classlfication:
Classification Description:
Asset;

Alias:
Location:

Work Location;
* Work Type:
Status:

Status Date:
Reported By:
Phone:
Reported Date:
On Behalf Of:

Consist;
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v

Work Order 1 Plans

Page 1 of 1
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¥ Select Action - \cx_ L
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Actuals Activities Measurements Axle Configuration Related Records Safety Plan Log
1607718 METRO MOW ANNUAL SWITCH INSPECTION
MTA \METRO o2
MTA - METRO
1243308 » METRO MOW SWITCH 7A WABASH YD TRK 15 EAST i .
WABT7A
CMWABYARC > Chain Marker Wabash Yard
b
PM L
APPR
08/19/14 08:21:52 AM
MTACRON
0611814 03:02:15aM 153,
S
b +
8/19/2014



Switch Inspection Report/ Annual

Mainline

Date: 7Y Inspection Crew

1 Location

2 Switch 1.D. # 7A

3Facing __ Trailing X
Rail Points

4 Point to Point__, 5,/
5 Pqint Condition
R
6 Point Throw, nothing less than 4 3/4 inches
N I R
7 Point Openmg
N__ <75 R
8 Fit
(S¥R
9 General Condition of the Points
(__SF YR
Gage
10 Heel of Switch,
a) Main /
a) Turnout
11 Gage ahead of Eh'en(:i__gi(jJ
Must not be less than 56 inches or
more than 57 inches for "S"
12 Heel Spread in Ipches
a) Turnout
a) Main

{/

Stock Rail
13 Bend

1 Zc-fondmon

Bolts
15 Loose N/A

16 Missing E N/A

Rivets (Huck Bolts)

17 Loose C/ NIA

18 Missing O __NIA

19 Cotter Pins missing C~ N/IA
"9 Jam Nuts Logse “  N/A

_1 Washers {0 Broken_____ Missing

Remarks on Page 3
JBW/WEM Mod. 09-15-08

|Wo# 1607718

ra

22 Standard Joints
SY R NA
23 Switch Plates
S R NA
24 Adjustable Braces
‘S R NA
25 Non-Adjustable Braces
S Y R(NA )
Switch Rods
26 Front Rod
@Y R N/A
27 #1 Rod (Basket Rod)
Y R N/A

28 éz Rod
Y R NA

29 #3 Rod
BY R NA
30 #4 Rod
SYR
31 Closure Rail
(S)Y R N/A
32 Surface of Switch
S)Y R N/A
Using a 62’ cord
S$= Up to 1" Max allowed Speed
Y=1"to 1 1/2" 40 MPH
R=11/2"to 1 3/4" 12 MPH
Greater than 1 3/4" = Out of Service
33 Head Block ties
R
34 Switch Adjl%stments
Yes (No -
35 Lybrication
Dry
36 Switch Target / Lamps
OK Missing____(N/A )
37 Latches
K’ Broken__ Missing___
38 Locks
Broken__ Missing____
39 General Condition
YR
40 Insulated Joints
AYR

Page 1 of 3



Frog Inspection Report/ Annual

#ainline Yard NS
Date: £ —/- % Inspection Crew: /

41 Location_____ SSRGS
42SwitchLD.#___|  TA
43 Facing Trailing
44 Frog Tread N &)Y R
R 8AR

45 Frog# __ 5
46 Frog Point Condition

)Y R
47 Condition of Frog

/Y R
48 Surface of Frog

gYR

5
g "

49 Throat in Inches ey
50 Flangeway Depth e
Flangeway Depth must not be less than 1 1/2"

Gage .
A1 Main Track (:,; % &

2 Turnout Track___ 5 (& 7%
Gage must not be less than 56" any Class

Guard Rails
53 Guard Rail Gage N___> ‘;//Q e R__ 2 f{
Guard Rail Gage nust be Iess than 54 3!8“
54 BacktoBack N_ 5. /it R__ 4% %
Back to Back must be Iess than 53 1/8"
54 Condition
YR
55 | acation of Guard Rail (Relation to Point)
YR

Guard Rail Clamps

5 éﬂaln Track
urnout Track
R

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

Class 2andgetsa Y

.emarks on page 3

Page 2 of 3

WO # 1607718

’ 2 . P
4 M F 4

CCALEE A 1l Cp (ol o e et |

Turnout Ties
58 Condition

Y R

59 Rail Movement
Y R
¥i€¢ Plates

60 Lead
S YR
61Gurad Rail Ftangeway
(SXYR N LR S 728
Guard Rail Flangeway can be less than 1-1/2"
62 Guard Rail Plates

Y R
63 Frog Plates
(SN
Bolts -
64 Loose CNIA; ;
65 Missing CNIA-
Rivets (Huck)
66 Loose & NA
67 Missing £ NIA
68 Nuts Missing < NIA

69 Cotter Pins Missing kNIAJ )
70 Washers OK Broken Missing

71 Hold Down Devices
X R NA
72 Spring Hausing

S Y RC

73 Derails _--
S Y R{WA

74 Maximum difference in any 31’ in Cross
Level on the siding from the Frog Point to

§_}g)eyond last long tie
Difference

75 Condition of Line thru entire turnout
Y R



Page 3 of 3
Remarks

Date : 5~.7/-/# Mainline / Yard : [INGERN Switch# | 7A  wo# 1607718

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks

S All items inspected are in compliance
Y Attention needed

R Immediate attention required or Out of Service Reviewed by:




Work Order Tracking (Tr)

Work Order Tracking {Tr)

QL

Find Work Order
List Work Order

Service Address Map

Work Order:
Classification:
Classlfication Description:
Asset:

Alias:

Location:

Work Location:
* Work Type:
Status:

Status Date:
Reported By:
Phone:
Reported Date:
On Behalf Of;

Consist;

http://mtassets/maximo/ui/?event=loadapp&value=plustwo& uisessionid=156&csrftoken...

v

Plans

Page 1 of 1

Bulletins: (1) . GoTo Reports Start Cente
v Select Action @ L;;’
- . o f
Dd Y e
Actuals Activities Measurements Axle Configuration Related Records Safety Plan Log
1607722 METRO MOW ANNUAL SWITCH INSPECTION
MTA \METRO bod
MTA - METRO
1243397 >+ METRO MOW SWITCH 9B WABASH YD TRK 15 WEST 1 ¢
WABSB
CMWABYARL 2> Chain Marker Wabash Yard
»
PM -
APPR
08/19/14 08:22:42 AM
MTACRON
08/18/14 03:02:17 AM %
> i
8/19/2014



Switch Inspection Report/ Annual

Mainline

Date: &-K0 /5 Inspection Crew

~ WO# 1607722

1 Location

2 Switch 1.D. # 9B

3 Facing Trailing D4
Rail Points

4 Point to Point ﬂ %)

5 Pgint Condition
Y R

N R
7 Point Openj
N Y
8 Fit
’YR
9 General Condition of the Points
YR

Gage
10 Heel of vatch

a) Main__ 4 /2 <-

a) Turnout 7L S5
11 Gage ahead of Bend (

Must not be less than 56 mches or
more than 57 inches for "S"
12 Heel Spread in Inches

a) Turnout__ & %

a) Main___lz /7

Stock Rail
13 Bend
&Y R
14 Condition
Y R

Bolts

15 Loose 57 N/A
16 Missing U __~ N/

Rivets (Huck Eolts)

17 Loose - N/A

18 Missing__\ N/A

19 Cotter Pins missing 2 N/A
0 Jam Nuts Loose % N/A

1 Washers @ Broken Missing

Remarks on Page 3
JBW/WEM Mod. 09-15-08

6 Point Tr?, nothing less than 4 3/4 inches

22 Standard Joints
‘9Y R NA
23 Switch Plates
/ S'Y R NA
24 Adjustable Braces
S/’Y R N/A
25 Non-Adj uatable Braces
SY NJ’A
Switch Rods
26 Front Rod
Y R N/A
27 #1 Rod (Basket Rod)
R N/A

28%% Rod
Y R N/A
29 g Rod

Y R N/A
30 #4 Rod

s Y R QA"

31 Closure Rail
Y R NA
32 Surface of Switch
Y R NA
Using a 62’ cord
S= Up to 1" Max allowed Speed
Y=1"to 1 1/2" 40 MPH
R=11/2"to 1 3/4" 12 MPH
Greater than 1 3/4" = Out of Service
33 Head Block ties

YR
34 Switch Adjustments
Yes
35 Lybrication
Dry
36 Switch Target / Lamps
OK Missing____( N/A
37 Latches
Broken___Missing___
38 ks

Broken___ Missing____
39 General Condition
YR
40 Insulated Joints
YR

Page 1 of 3



Frog Inspection Report/ Annual

Page 2 of 3

wWo# 1807722

.f' 2/

Mainline Yard

Date: £&=70-/%  Inspection Crew:
41 Location

42 Switch1.D.#___ 9B .

43 Facing Trailing |74

44 Frog Tread N /S)Y R

» &Y R
45 Frog # 5

" 46 Frog Point Condition
BY R

47 Condition of Frog
OYR
48 Surface of Frog
‘ YR
49 Throat in Inches oF. 7 /
50 Flangeway Depth <
Flangeway Depth must not be less than 1 1/2"
Gage 2
A1 Main Track L2 2 / @

! Turnout Track__ = /> YR
Gage must not be less than 56" any Class

Guard Rails

53 Guard Rail Gage N__J %R 5 F /4

Guard Rail Gage nust be less than 54 3/8“
54 BacktoBack N_4/ % R_ 57
Back to Back must be less than 53 1/8"
54 Condition
/S°'Y R
55 Location of Guard Rail (Relation to Point)
KS YR
Guard Rail Clamps
56 Main Track
R
57 Turnout Track
R

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

Class 2andgetsa Y

amarks on page 3

Turnout Ties

58 Condition
YR

59 Rail Movement
YR

Tie Plates

60 Lead

éb??fa'ﬂa?/?yrz /¥

Guard Rail Flangeway can be less than 1-1/2"
62 Guard Rail Plates

SYR

63 Erog Plates
R

Bolts ;
64 Loose CNIA
65 Missing (NIA
Rivets (Huck)
66 Loose N/A
67 Missing : N/A
68 Nuts Missing <~ NA

69 Cotter Pins Missing (N/A.
70 Washers <OK Broken Missing

71 Hold Down Devices
¥ R N/A
72 Spring Housil
SV RQAD
73 Derails
SYRNA

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to
50' beyond last long tie

" Difference

7i§f)(hndition of Line thru entire turnout
"S’Y R



Page 3 of 3
Remarks

Date : S’/ //Mainline / Yard : [ Nard | Switch# 98B  wo# 1607722

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks

S Allitems inspected are in compliance
Y Attention needed

R Immediate attention required or Out of Service Reviewed by:




Work Order Tracking (Tr) Page 1 of 1

Work Order Tracking (Tr)

Find Work Order Q - ~ Select Action # @ @

@d

List Work Order Plans Actuals Activities Measurements Axle Configuration Related Records Safety Plan Log

Service Address Map

Work Order: 1807726 METRO MOW ANNUAL SWITCH INSPECTION

Classification: MTA \ METRO pod

Classification Description: MTA - METRO

Asset: 1243306 b

METRO MOW SWITCH 19A WABASH YD TRK 15 WEST | +

Alias: WAB19A

Location: CMWABYARL »> Chain Marker Wabash Yard

Work Location:
* Work Type:
Status:

Status Date:
Reported By:
Phone:
Reported Date:
On Behalf Of:

Consist:

b4
PM
APPR
08/19/14 08:24:.04 AM

MTACRON

08/18/14 03:02:18 AM

»

=

http://mtassets/maximo/ui/?event . pp&value=plustwo&uisessionid=156&csrftoken... 8/19/2014



Switch Inspection Report/ Annual Page 1 of 3

“ainline | WO# 1607726
Date: & 57/~ Inspection Crew [ /)4 i A Az, ;
1 Location 22 Standard Joints
2 Switch I.D. # 19A §‘y Y R N/A
3 Facing Trailing X 23 Swatch Plates
SN R NA
Rail Points 24 Adjustable Braces
4 Point to Point Q// '8 9 R N/A
5 Point Condition 2(5 Non-Adjustablje Braces
YR S Y R/N/A .-
6 omt Throw nothmg less than 4 3/4 inches Switch Rods
/ 26 Front Rod
7 Pomt Openmg @Y R N/A
N & R 27 #1 Rod (Basket Rod)
8 Fit Y R N/A
R 28 #2 Rod
9 General Condition of the Points §) Y R N/A
ﬁY R 29 #3 Rod
age (SY R NA
10 Heel of Swutch 30 #4 Rod
a) Main__ 7 /.~ SYR
'a) Turnout___ = /-"- ’ 31 Closure Rail
11 Gage ahead of Bend_._5 (-~ c”;/ A5Y R N/A
Must not be less than 56 inches or 32 Surface of Switch
more than 57 inches for "S" S Y R N/A

12 Heel Spread in Inches
a) Turnout

a)Main___ (L, 7

Stock Rall
13 Bend

@ Y R
Condition

YR

Bolts ﬂ
15 Loose N/A
16 Missing z N/A

Rivets (Huck Bolts)
1 L NIA

7 Loose
18 Missing___ C~ N/A
19 Cotter Pins missing_(~ N/A
10 Jam Nuts Loose C/ N/A

21 Washers (} Broken Missing

Remarks on Page 3

JBW/WEM Mod. 09-15-08

sing a 62’ cord
S= Up to 1" Max allowed Speed
Y=1"to 1 1/2" 40 MPH
R=11/2" to 1 3/4" 12 MPH
Greater than 1 3/4" = Out of Service
33 Head Block ties
/S$, YR
34 Switch Adjustments
Yes /No
35 Lubr[%atlon
(0K Dry
36 Switch Target / Lamps
OK Missing___[ N/A
37 Latches
/OK Broken___Missing___
38 Locks
/OK) Broken___Missing___
39-General Condition
Y R
40 Inhsulated Joints
@ Y R



Frog Inspection Report/ Annual Page 2 of 3

Mainline Yard | Yad | WOo# 1607726
7 , / ) _
Date: /( el -/ ’/ Inspection Crew: " /ey 0 07, .--j/ (77 / e
41 Location______|{NGEESHNEI Turnout Ties
42 Switch I.D.# ___ 19 A : 58 Condition
43 Facing Trailing X &Y R
44 Frog Tread N SYR 59 Rail Movement
c JR SYR / S‘ Y R
45 Frog# __& Tie Plates
46 Frog Point Condition 60 Lead
SYR ‘SY R
47 Condition of Frog 61Gurad Rail FIangeway A
Y R SXR Ngb R AE
48 Surface of Frog Guard Rail Flangeway can be less than 1-1/2"
é YR Gg)uard Rail Plates
YR
49 Throatin Inches. 3 Ze 63 Frog Plates
50 Flangeway Depth____ " é‘( R
Flangeway Depth must not be less than 1 1/2"
Bolts e
Gage 64 Loose CNIK
51 Main Track____5/..>5 65 Missing ¢ NIA
52 Turnout Track___. 5 ¢ 7/ &
Gage must not be less than 56" any Class Rivets (Huck)
66 Loose 2 N
Guard Rails i 67 Missing ¢ N/A
53 Guard Rail Gage N__ <5 | 5/4? 5978 68 Nuts Missing CNIA
Guard Rail Gage nust be less than 54 387 69 Cotter Pins Mlssmg CNJA
54 BacktoBack N__ 21" Za R.ZA % 70 Washers OK- ‘Broken __ Missing_
Back to Back must be less than 53 1/8"
54 p ndition 71 Hold Down Devices
YR 78/Y R NIA
5§ Location of Guard Rail (Relation to Point) Spring Housing
/SY R SY RNA
Guard Rail Clamps 73 Derails )
56 Main Track SY RQ\I/A
S‘f/s]‘urnout Track 74 Maximum difference In any 31’ in Cross
S'Y R Level on the siding from the Frog Point to
\beyond last long tie
Class 1 Gage 56" to 57 1/2" @ Difference
More than 57 1/2" Out of Service
Class 3 Gage 56" to 57" 75 Condition of Line thru entire turnout
More than 57" to 57 1/4" downgrade to @Y R

Class 2andgetsa Y
Remarks on page 3



Page 3 of 3
Remarks
Date : {7z //Mainline / Yard : [ ¥ard"| Switch# 19A Wwo# 1807726

~ = r =
vde sdasn T A Mg oy
OG0 s P ~ XK ), D E e e

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks

S All items inspected are in compliance
Y Attention needed

R Immediate attention required or Out of Service Reviewed by:

/QM) <k 00



Work Order Tracking (Tr)

Work Order Tracking (Tr)

Find Work Order

List | Work Order Plans

Service Address Map

Work Order:
Classlfication:
Classification Description:
Asset:

Aligs:

Locatlon:

Work Location:
* Work Type:
Status:

Status Date:
Reported By:
Phone:
Reported Date:
On Behalf Of:

Consist:

http://mtassets/maximo/ui/?event=loadapp&value=plustwo&uisessionid=156&ecstftoken...

Q-

Actuais Activities Measurements

1807750
MTA \METRO
MTA - METRO

v Select Action

Axle Configuration

Bulletins: (1)

Page 1 of 1

Go To Reports Start Center

-"J,' i'li,
-;\‘:J L7

@ 4

METRO MOW ANNUAL SWITCH INSPECTION

»

1206007 >> METRO MOW SWITCH 155 WABASH YD TRK 13 WEST

WAB156

CMWABYARC >> Chain Marker Wabash Yard
»

PM =

APFR

08/19/14 08:25:37 AM

MTACRON

08/18/14 03:0237 AM [T

g

b

»

Related Records

Safety Plan Log

8/19/2014



Switch Inspection Report/ Annual

Mainline vard [N wo# 1607750

/ . P )
Date: & -9?0—/ §/ Inspection Crew é;zﬂ--'e/?a.-,: po f.-ﬁ,/ A e / (41, L5 2L

1 Location
2 Switch 1.D. # 155
3 Facing Trailing

Rail Points

4 Pointto Point__ 5 /%

5 Point Condition
&Y R

6 Point Throw nothing less than 4 3/4 inches
N__ Y& R

7 Point Opening
N_ 4572 R

8 Fit

R
9 General Condition of the Points
A)Y R
Gage
10 Heel of Switcr),
a) Main__ 5o,
'a) Turnout Z ”J
11 Gage ahead of Bend S f/
Must not be less than 56 inches or
more than 57 inches for "'S"
12 Heel Spread in lnphes
a) Turnout Q :/ Z

a) Main__ (&

Stock Rail
13 Bend
(s’Y R

14 Gondition
/8'Y R

Bolts
15 Loose___ < NIA
16 Missing N/

Rivets (Huck B_oltsl
1 < NIA

7 Loose,
18 Missing i- N/A A
19 Cotter Pins missing___ < NIA
20 Jam Nuts Loose (&) N/A

21 Washers /OK) Broken Missing

Remarks on Page 3
JBW/WEM Mod. 09-15-08

22 Standard Joints
Y R N/A
23 Switch Plates
Y R N/A
24 Adjustable Braces
( ___s;' Y R N/A
25 Non-Adjustable Braces
S Y R'NAY
Switch Rods
26 Front Rod
Y R NA
27 #1 Rod (Basket Rod)
Y R N/A
28#2Rod __.
S Y RONI.
29 #3 Rod i
SYR
30#4 Rod —=
SYR
31 Closure Rail
Y R N/A
32 Surface of Switch
(9Y R NA
Using a 62' cord
S= Up to 1" Max allowed Speed
Y=1"to11/2" 40 MPH
R=11/2"to 1 3/4" 12 MPH
Greater than 1 3/4" = Out of Service
33 He_ d Block ties
R
34 w:tch Adjustments
Yes('No |
35 Lubrication
(’OK ' Dry
36 Switch Target / Lamps -
OK Missing___(_NA
37 Latches
O Broken___Missing___
38 Locks
(55Kﬁ Broken___Missing___
39 General Condition
{/S YR
40 Insulated Joints
BYR

Page 1 of 3



Frog Inspection Report/ Annual

#ainline vard NG

Page 2 of 3

WO # 1607750

”
/

Date: &—7)~/%  Inspection Crew: () - i faaer, S G 2 Ll
41 Location _ Turnout Ties

42 Switch |.D. # ___ 166 58 Condition

43 Facing Trailing Y R

44 Frog Tread N &Y R

&Y R
45 Frog # ( a

46 Frog Point Condition
S YR
47Z§ondmon of Frog

48 Surface of Frog
B
—7 'a:
49 Throatin Inches___ - &
50 Flangeway Depth X
Flangeway Depth must not be less than 1 1/2"

Gage s
51 Main Track SL7E

2 Turnout Track___ 4 & -
Gage must not be less than 56" any Class

Guard Rails
53 Guard Rail Gage N__ S 575 R__ 5.3
Guard Rail Gage nust be less than 54 3/8"
54 BacktoBack N_ A4 R &
Back to Back must be less than 53 1/8"
54 Condition
S/ R
55 Location of Guard Rail (Relation to Point)
S¥R—
Guard Rail Clam
56 Main Track
S YR
57 Turnout Track
SY¥-R—

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

Class 2andgetsa Y

emarks on page 3

59 Rail Movement
AYR
Tie Plates
60 | ead
SXYR
61Gurad Rail Flangeway
SYR NA¥X R_&¥%
Guard Rail Flangeway can be less than 1-1/2"
62 Guard Rail Plates

~S¥R—
63 Frog Plates

(S R
64 Loose C_NIK.
65 Missing (NIA/
Rivets (Huck)
66 Loose O NA
67 Missing ¢ NIA
68 Nuts Missing O NIA

69 Cotter Pins Missing (N/A
70 Washers OK_Broken Missing

71 Hold Down Devices

Y R NA

72 Spring Housing
SYR

73 Derails
SYRA

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to
50’ beyond last long tie

(OK. ) Difference

75 Condition of Line thru entire turnout
c'/S) YR



Page 3 of 3
Remarks
Date : .7-/7Mainline / Yard : [SNGERN Switch # 155 wow# 1607750

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks

S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service Reviewed by:




Work Order Tracking (Tr)

Work Order Tracking (Tr)

Find Work Order ) w

List Work Order Plans

Service Address Map

Work Order:
Classification:
Clagslfication Description:
Asset:

Alias:
Location:

Work Location:
* Work Type:
Status:

Status Date:
Reported By:
Phone:
Reported Date:
On Behalf Of:

Consist:

http://mtassets/maximo/ui/?event=loadapp&value=plustwo& uisessionid=846&csrftoken...

Acluals Activities Axle Configuration
1614730 METRO MOW SEMI-ANNUAL SWITCH INSPECTION
MTA \METRO b
MTA - METRO
12468563 »>  METRO MOW SWITCH BH1A CHAIN MARK = 086W+45
BH1A

086WSWBH1/ »> Chaln Markers West, State Center Interlock, METRO MOW ! |‘f

PM
APPR
08/26/14 03:11:48 PM

MTACRON

08/25/14 03:01:34 AM

”

i)

v Select Action

Related Records

Page 1 of 1

Start Cente:

Safety Plan Log

8/26/2014



